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BELARUS
Minsk
Phone +375 17 2802486
Info.by@megadynegroup.com

BRASIL
Sorocaba
Phone +55 15 2101 7700
Info.br@megadynegroup.com

CANADA
Edmonton
Phone: +1 780 461 4400
Info.ca@megadynegroup.com

Montreal
Phone: +1 514 31 2341
Info.ca@megadynegroup.com

Toronto
Phone: +1 905 602 4400
Info.ca@megadynegroup.com

CHINA
Beijing
Phone  +86 10 8150 7478
info.cn@megadynegroup.com

Foshan
Phone +86 757 8381 5530
info.cn@megadynegroup.com

Ningbo*
Phone +86 574 8650 5008 
info.cn@megadynegroup.com

Qingdao*
Phone +86 532 8658 0951
info.cn@megadynegroup.com

Shanghai
Phone +86 21 5447 1473
info.cn@megadynegroup.com

Xi’an
Phone +86 29 86358108
info.cn@megadynegroup.com

COLOMBIA
Bogotà
Phone: + 57 (1) 471 0503
Info.co@megadynegroup.com

Cartagena
Phone: + 57 (5) 672 997
Info.co@megadynegroup.com

CZECH REPUBLIC
Prague
Phone  +420 2 8481 7181
Info.cz@megadynegroup.com

FRANCE
Paris
Phone +33 1 6079 8200
info.fr@megadynegroup.com

St. Jean De Maurienne* 
info.fr@megadynegroup.com

GERMANY
Borchen
Phone +49 5251 8735 0
info.de@megadynegroup.com

Elchingen*
info.de@megadynegroup.com

HUNGARY
Budapest
Phone  +36 23 428 628
info.hu@megadynegroup.com

INDIA
Chennai*
Phone  +91 98841 81175 
info.in@megadynegroup.com

ISRAEL
Caesarea
Phone  +972 4 6371485
sales@megabelt.co.il

ITALY
Turin*
Phone  +39 011 926 8052
info@megadynegroup.com

Milan*
Phone  +39 039 689 601
info.it@megadynegroup.com

Pescara
Phone +39 085 9700547
info.it@megadynegroup.com

Venice
Phone: +39 041 929 367
info.it@megadynegroup.com

MEXICO
Mexico C.P.
Phone  +52 55 5587 3680
info.mx@megadynegroup.com

PERU
Lima
Phone + 51 713 0069
info.pe@megadynegroup.com 

POLAND
Bydgoszcz*
Phone +48 52 348 77 12
info.pl@megadynegroup.com

SOUTH AFRICA
Johannesburg
Phone +27 (0)12 661 1652
info.za@megadynegroup.com

Cape Town
Phone +27 (0)21 9820772
info.za@megadynegroup.com

SPAIN
Barcelona*
Phone + 34 933 774 441
www.avetm.com

Vilanova*
Phone +34 93 811 5450
info.es@megadynegroup.com

SWEDEN 
Kristianstad
Phone +46 10 1309600
info.se@megadynegroup.com 

THAILAND
Bangkok
Phone: +66 966 207648                                                 
info.th@megadynegroup.com

TURKEY
Izmir*
Phone +90 232 877 07 00 
info.tr@megadynegroup.com

U.K.
Birmingham
Phone: +44 1384 215 021
info.uk@megadynegroup.com

U.S.A
California
Phone +1 323 265 8061
info.us@megadynegroup.com

Florida
Phone +1 813 241 4111
info.us@megadynegroup.com

Georgia*
info.us@megadynegroup.com

Illinois
Phone: +1630 752 0600
info.us@megadynegroup.com

New Jersey Americas HQ
Phone  +1 973 227 4904
info.us@megadynegroup.com

New York*
Phone +1 716 667-7450
info.us@megadynegroup.com

North Carolina*
info.us@megadynegroup.com

Oregon
Phone +1 503 231 7224
info.us@megadynegroup.com

Texas
Phone +1 972 438 6992
info.us@megadynegroup.com

HEADQUARTERS

ITALY Turin
Via S. Lucia, 114
10075 Mathi (Torino) 
Phone +39 011 926 8052
info@megadynegroup.com

www.megadynegroup.com  



MEGALINEAR FC   

T5  T10  

MEGAPOWER FC

• No risk of slippage, even in greasy and humid 
environment

• Zero risk of fraying and detaching of back profi le
• Used even at the smallest bending diameter, with 

small drive pulleys
• Standard compound: dark blue Polyurethane 

thermoplastic 85 ShA
• Standard cords:  S and Z torsion Kevlar

Working temperature -25°C/+80°C
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NOPPEN OVAL SURFACE
Total Thickness : 5,2 +/- 0,3 mm
Height of the pro� le: 2,1mm 
Standard roll length: 50 m

LONGITUDINAL RIBBED SURFACE
Total Thickness : 4,0 +/- 0,3 mm
Height of the pro� le:1,25 mm 
Standard roll length: 50 m

TRANSVERSAL RIBBED SURFACE
Total Thickness : 4,0 +/- 0,3 mm
Height of the pro� le:  1,25 mm 
Standard roll length: 50 m

STANDAR WIDTH (mm) 25 32 50 75 100 150

Width tolerance(mm) +/- 0,25 +/- 0,25  +/- 0,5  +/- 0,5 +/- 0,75 +/- 0,75

STANDAR WIDTH (mm) 25 32 50 75 100 150

Width tolerance(mm) +/- 0,25 +/- 0,25  +/- 0,5  +/- 0,5 +/- 0,75 +/- 0,75

SMOOTH SURFACE
Total Thickness : 2,8 +/- 0,3 mm
Height of the pro� le: 0 mm 
Standard roll length: 50 m

MEGALINEAR FC is a new range of belts of the MEGALINEAR family. Speci� cally introduced for the food processing industry, 
MEGALINEAR FC is manufactured with food contact approved materials, according to European regulations EU 1935/2004, 
EU 10/2011 and EU 174/2015. Manufactured in T5/T10 pitch without nose gap between the teeth and available with a variety of 
backing pro� les, for all kinds of conveying and processing applications. These advanced FDA synchronous belts, have excellent 
resistance to chemicals and corrosion, certi� ed for wet and dry food contact. Their use is particularly prevalent in a variety of 
applications in food processing and packaging. The homogenous belt design ensures a signi� cantly greater service life, with a 
high level of hygienic integrity.

MEGAPOWER FC is a new range of belts of the MEGAPOWER family. Speci� cally introduced for the food processing industry, 
MEGAPOWER FC is manufactured with food contact approved materials, according to European regulations EU 1935/2004, 
EU 10/2011 and EU 174/2015. These advanced synchronous belts, have excellent resistance to chemicals and corrosion. Their 
use is particularly prevalent in a variety of applications in food processing and packaging. 

SMOOTH SURFACE
Total Thickness : 4,8 +/- 0,3 mm
Height of the pro� le: 0 mm 
Standard roll length: 50 m

NOPPEN OVAL SURFACE
Total Thickness : 7,7 +/- 0,3 mm
Height of the pro� le: 2,1 mm 
Standard roll length: 50 m

ROOF SURFACE
Total Thickness : 6,2 +/-0,3 mm
Height of the pro� le: 1,7 mm 
Standard roll length: 50 m

LONGITUDINAL RIBBED SURFACE
otal Thickness : 6,05 +/- 0,3 mm
Height of the pro� le: 1,25 mm 
Standard roll length: 50 m

TRANSVERSAL RIBBED SURFACE
Total Thickness : 6,05  +/- 0,3 mm
Height of the pro� le: 1,25 mm 
Standard roll length: 50 m

H

2,29 4,3

12,7

Standard belt width tolerance: +/- 0,80 mm
Standard sleeve width tolerance: +/- 10 mm
Standard thickness tolerance: +/- 0,30 mm

STD. BELT WIDTH (mm) 19,1 (075”) 25,4 (100”) 38,1 (150”) 50,8 (200”) 76,2 (300”) 
PULLEY WIDTH B2 (mm) 25,4 29,7 46 59 85 
BELT WEIGHT (gr/cm) 0,745 1,059 1,594 2,121 3,194 

L

1,9 3,6

9,525

Standard belt width tolerance: +/- 0,80 mm
Standard sleeve width tolerance: +/- 10 mm
Standard thickness tolerance: +/- 0,30 mm

 STD. BELT WIDTH (mm) 12,7 (050”) 19,1 (075”) 25,4 (100”) 
PULLEY WIDTH B2 (mm) 19 25,4 29,7 
BELT WEIGHT (gr/cm) 0,437 0,661 0,878 

T5
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T5 DD 
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Standard belt width tolerance: +/- 0,50 mm
Standard sleeve width tolerance: +/- 10 mm
Standard thickness tolerance: +/- 0,15 mm

STD. BELT WIDTH (mm) 6 8 10 12 16 20 25 
PULLEY WIDTH B2 (mm) 12 13 15 17 21 25 30 
BELT WEIGHT (gr/cm) 0,116 0,152 0,194 0,237 0,249 0,390 0,497 

T10
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T10 DD 
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Standard belt width tolerance: +/- 0,50 mm
Standard sleeve width tolerance: +/- 10 mm
Standard thickness tolerance: +/- 0,30 mm

STD. BELT WIDTH (mm) 10 12 16 20 25 32 50 75 
PULLEY WIDTH B2 (mm) 15 17 21 25 30 37 56 80 
BELT WEIGHT (gr/cm) 0,494 0,504 0,683 0,861 1,082 1,386 2,174 3,276 

AT10

10

2,5 4,5

Standard belt width tolerance: +/- 0,50 mm
Standard sleeve width tolerance: +/- 10 mm
Standard thickness tolerance: +/- 0,30 mm

STD. BELT WIDTH (mm) 10 12 16 20 25 32 50 75 
PULLEY WIDTH B2 (mm) 15 17 21 25 30 37 56 80 
BELT WEIGHT (gr/cm) 0,578 0,707 0,952 1,184 1,469 1,905 3,005 4,344 

• Resistance to most cleaning chemicals and humid, wet 
environments

• High acceleration, synchronizing and multi stop/start

• Designed for wash-down conditions
•  Standard compound: Thermoset PU 88 ShA dark blue 

RAL 5002
• cords: Z Twisted stainless Steel AISI 304
• Back pro� le: on request with additional mold costs
• Thermal working range tollerance (C°): +/- 5

Working temperature -25°C/+80°C

Tooth shear resistance 25 % less of values declared Megapower catalog pitches pages
Transmittable power 25 % less of values declared on Megapower catalog pitches pages

150

+/- 0,75 +/- 0,75

STANDAR 

Width tolerance(mm) 

Height of the pro� le: 
Standard roll length: 

LONGITUDINAL RIBBED SURFACELONGITUDINAL RIBBED SURFACE
4,0 +/- 0,3 mm

Standard roll length: 

TRANSVERSAL RIBBED SURFACE



MEGALINEAR FC
SPIKE TOP NEW

Even for the limited punctual contact the Spike surface guarantees a high grip conveyor performance. 
Very popular in meat and � sh applications under wash down conditions
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Total 
Thickness

Profi le 
Height

Roll
Length

Total 
Thickness

Profi le 
Height

Roll
Length

Spike Top 4.1 +/- 0.3 mm 1.3 mm 50 m 6.1 +/- 0.3 mm 1.3 mm 50 m

Standard Width (mm) 25 32 50 75 100 150

Width tolerance (mm)   +/- 0.25 0.25  0.5  0.5 0.75 0.75

Standard Width (mm) 25 32 50 75 100 150

Width tolerance (mm)  +/- 0.25 0.25 0.5 0.5 0.75 0.75

T5  T10  

See our FOOD CONTACT TIMING BELTS brochure to have 
complete information about our food application products range 
or contact info@megadynegroup.com

www.megadynegroup.com
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MEGALINEAR FC   

T5  T10  

MEGAPOWER FC

• No risk of slippage, even in greasy and humid 
environment

• Zero risk of fraying and detaching of back profi le
• Used even at the smallest bending diameter, with 

small drive pulleys
• Standard compound: dark blue Polyurethane 

thermoplastic 85 ShA
• Standard cords:  S and Z torsion Kevlar

Working temperature -25°C/+80°C

1,2
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NOPPEN OVAL SURFACE
Total Thickness : 5,2 +/- 0,3 mm
Height of the pro� le: 2,1mm 
Standard roll length: 50 m

LONGITUDINAL RIBBED SURFACE
Total Thickness : 4,0 +/- 0,3 mm
Height of the pro� le:1,25 mm 
Standard roll length: 50 m

TRANSVERSAL RIBBED SURFACE
Total Thickness : 4,0 +/- 0,3 mm
Height of the pro� le:  1,25 mm 
Standard roll length: 50 m

STANDAR WIDTH (mm) 25 32 50 75 100 150

Width tolerance(mm) +/- 0,25 +/- 0,25  +/- 0,5  +/- 0,5 +/- 0,75 +/- 0,75

STANDAR WIDTH (mm) 25 32 50 75 100 150

Width tolerance(mm) +/- 0,25 +/- 0,25  +/- 0,5  +/- 0,5 +/- 0,75 +/- 0,75

SMOOTH SURFACE
Total Thickness : 2,8 +/- 0,3 mm
Height of the pro� le: 0 mm 
Standard roll length: 50 m

MEGALINEAR FC is a new range of belts of the MEGALINEAR family. Speci� cally introduced for the food processing industry, 
MEGALINEAR FC is manufactured with food contact approved materials, according to European regulations EU 1935/2004, 
EU 10/2011 and EU 174/2015. Manufactured in T5/T10 pitch without nose gap between the teeth and available with a variety of 
backing pro� les, for all kinds of conveying and processing applications. These advanced FDA synchronous belts, have excellent 
resistance to chemicals and corrosion, certi� ed for wet and dry food contact. Their use is particularly prevalent in a variety of 
applications in food processing and packaging. The homogenous belt design ensures a signi� cantly greater service life, with a 
high level of hygienic integrity.

MEGAPOWER FC is a new range of belts of the MEGAPOWER family. Speci� cally introduced for the food processing industry, 
MEGAPOWER FC is manufactured with food contact approved materials, according to European regulations EU 1935/2004, 
EU 10/2011 and EU 174/2015. These advanced synchronous belts, have excellent resistance to chemicals and corrosion. Their 
use is particularly prevalent in a variety of applications in food processing and packaging. 

SMOOTH SURFACE
Total Thickness : 4,8 +/- 0,3 mm
Height of the pro� le: 0 mm 
Standard roll length: 50 m

NOPPEN OVAL SURFACE
Total Thickness : 7,7 +/- 0,3 mm
Height of the pro� le: 2,1 mm 
Standard roll length: 50 m

ROOF SURFACE
Total Thickness : 6,2 +/-0,3 mm
Height of the pro� le: 1,7 mm 
Standard roll length: 50 m

LONGITUDINAL RIBBED SURFACE
otal Thickness : 6,05 +/- 0,3 mm
Height of the pro� le: 1,25 mm 
Standard roll length: 50 m

TRANSVERSAL RIBBED SURFACE
Total Thickness : 6,05  +/- 0,3 mm
Height of the pro� le: 1,25 mm 
Standard roll length: 50 m

H

2,29 4,3

12,7

Standard belt width tolerance: +/- 0,80 mm
Standard sleeve width tolerance: +/- 10 mm
Standard thickness tolerance: +/- 0,30 mm

STD. BELT WIDTH (mm) 19,1 (075”) 25,4 (100”) 38,1 (150”) 50,8 (200”) 76,2 (300”) 
PULLEY WIDTH B2 (mm) 25,4 29,7 46 59 85 
BELT WEIGHT (gr/cm) 0,745 1,059 1,594 2,121 3,194 

L

1,9 3,6

9,525

Standard belt width tolerance: +/- 0,80 mm
Standard sleeve width tolerance: +/- 10 mm
Standard thickness tolerance: +/- 0,30 mm

 STD. BELT WIDTH (mm) 12,7 (050”) 19,1 (075”) 25,4 (100”) 
PULLEY WIDTH B2 (mm) 19 25,4 29,7 
BELT WEIGHT (gr/cm) 0,437 0,661 0,878 

T5

1,2
2,2

5

T5 DD 

1,2

3,4

5

Standard belt width tolerance: +/- 0,50 mm
Standard sleeve width tolerance: +/- 10 mm
Standard thickness tolerance: +/- 0,15 mm

STD. BELT WIDTH (mm) 6 8 10 12 16 20 25 
PULLEY WIDTH B2 (mm) 12 13 15 17 21 25 30 
BELT WEIGHT (gr/cm) 0,116 0,152 0,194 0,237 0,249 0,390 0,497 

T10

2,5
4,5

10

T10 DD 

2,5

7

10

Standard belt width tolerance: +/- 0,50 mm
Standard sleeve width tolerance: +/- 10 mm
Standard thickness tolerance: +/- 0,30 mm

STD. BELT WIDTH (mm) 10 12 16 20 25 32 50 75 
PULLEY WIDTH B2 (mm) 15 17 21 25 30 37 56 80 
BELT WEIGHT (gr/cm) 0,494 0,504 0,683 0,861 1,082 1,386 2,174 3,276 

AT10

10

2,5 4,5

Standard belt width tolerance: +/- 0,50 mm
Standard sleeve width tolerance: +/- 10 mm
Standard thickness tolerance: +/- 0,30 mm

STD. BELT WIDTH (mm) 10 12 16 20 25 32 50 75 
PULLEY WIDTH B2 (mm) 15 17 21 25 30 37 56 80 
BELT WEIGHT (gr/cm) 0,578 0,707 0,952 1,184 1,469 1,905 3,005 4,344 

• Resistance to most cleaning chemicals and humid, wet 
environments

• High acceleration, synchronizing and multi stop/start

• Designed for wash-down conditions
•  Standard compound: Thermoset PU 88 ShA dark blue 

RAL 5002
• cords: Z Twisted stainless Steel AISI 304
• Back pro� le: on request with additional mold costs
• Thermal working range tollerance (C°): +/- 5

Working temperature -25°C/+80°C

Tooth shear resistance 25 % less of values declared Megapower catalog pitches pages
Transmittable power 25 % less of values declared on Megapower catalog pitches pages

150

+/- 0,75 +/- 0,75

STANDAR 

Width tolerance(mm) 

Height of the pro� le: 
Standard roll length: 

LONGITUDINAL RIBBED SURFACELONGITUDINAL RIBBED SURFACE
4,0 +/- 0,3 mm

Standard roll length: 

TRANSVERSAL RIBBED SURFACE
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BELARUS
Minsk
Phone +375 17 2802486
Info.by@megadynegroup.com

BRASIL
Sorocaba
Phone +55 15 2101 7700
Info.br@megadynegroup.com

CANADA
Edmonton
Phone: +1 780 461 4400
Info.ca@megadynegroup.com

Montreal
Phone: +1 514 31 2341
Info.ca@megadynegroup.com

Toronto
Phone: +1 905 602 4400
Info.ca@megadynegroup.com

CHINA
Beijing
Phone  +86 10 8150 7478
info.cn@megadynegroup.com

Foshan
Phone +86 757 8381 5530
info.cn@megadynegroup.com

Ningbo*
Phone +86 574 8650 5008 
info.cn@megadynegroup.com

Qingdao*
Phone +86 532 8658 0951
info.cn@megadynegroup.com

Shanghai
Phone +86 21 5447 1473
info.cn@megadynegroup.com

Xi’an
Phone +86 29 86358108
info.cn@megadynegroup.com

COLOMBIA
Bogotà
Phone: + 57 (1) 471 0503
Info.co@megadynegroup.com

Cartagena
Phone: + 57 (5) 672 997
Info.co@megadynegroup.com

CZECH REPUBLIC
Prague
Phone  +420 2 8481 7181
Info.cz@megadynegroup.com

FRANCE
Paris
Phone +33 1 6079 8200
info.fr@megadynegroup.com

St. Jean De Maurienne* 
info.fr@megadynegroup.com

GERMANY
Borchen
Phone +49 5251 8735 0
info.de@megadynegroup.com

Elchingen*
info.de@megadynegroup.com

HUNGARY
Budapest
Phone  +36 23 428 628
info.hu@megadynegroup.com

INDIA
Chennai*
Phone  +91 98841 81175 
info.in@megadynegroup.com

ISRAEL
Caesarea
Phone  +972 4 6371485
sales@megabelt.co.il

ITALY
Turin*
Phone  +39 011 926 8052
info@megadynegroup.com

Milan*
Phone  +39 039 689 601
info.it@megadynegroup.com

Pescara
Phone +39 085 9700547
info.it@megadynegroup.com

Venice
Phone: +39 041 929 367
info.it@megadynegroup.com

MEXICO
Mexico C.P.
Phone  +52 55 5587 3680
info.mx@megadynegroup.com

PERU
Lima
Phone + 51 713 0069
info.pe@megadynegroup.com 

POLAND
Bydgoszcz*
Phone +48 52 348 77 12
info.pl@megadynegroup.com

SOUTH AFRICA
Johannesburg
Phone +27 (0)12 661 1652
info.za@megadynegroup.com

Cape Town
Phone +27 (0)21 9820772
info.za@megadynegroup.com

SPAIN
Barcelona*
Phone + 34 933 774 441
www.avetm.com

Vilanova*
Phone +34 93 811 5450
info.es@megadynegroup.com

SWEDEN 
Kristianstad
Phone +46 10 1309600
info.se@megadynegroup.com 

THAILAND
Bangkok
Phone: +66 966 207648                                                 
info.th@megadynegroup.com

TURKEY
Izmir*
Phone +90 232 877 07 00 
info.tr@megadynegroup.com

U.K.
Birmingham
Phone: +44 1384 215 021
info.uk@megadynegroup.com

U.S.A
California
Phone +1 323 265 8061
info.us@megadynegroup.com

Florida
Phone +1 813 241 4111
info.us@megadynegroup.com

Georgia*
info.us@megadynegroup.com

Illinois
Phone: +1630 752 0600
info.us@megadynegroup.com

New Jersey Americas HQ
Phone  +1 973 227 4904
info.us@megadynegroup.com

New York*
Phone +1 716 667-7450
info.us@megadynegroup.com

North Carolina*
info.us@megadynegroup.com

Oregon
Phone +1 503 231 7224
info.us@megadynegroup.com

Texas
Phone +1 972 438 6992
info.us@megadynegroup.com

HEADQUARTERS

ITALY Turin
Via S. Lucia, 114
10075 Mathi (Torino) 
Phone +39 011 926 8052
info@megadynegroup.com

www.megadynegroup.com  
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